
System Requirements for use of D3
PC: Any version Windows 7, Windows Vista or Windows XP (32 bit) required. 1 GHz CPU 

and 512 Mb RAM recommended.

SubMonitor: Revision 05 or newer.

1. Install the D3 software on your computer.
 Insert the D3 program disk in your CD-ROM drive. This software is equipped with an Auto 

Execute function and should load automatically; simply follow the screen prompts.

• If the software does not install automatically, click Run on your Start Menu. Click 
the Browse button and select setup.exe from the fi les listed on your CD. Follow the 
screen prompts.

2. Transfer data from the SubMonitor display head to the D3.
 Unplug the SubMonitor display head from the base. Using the SubMonitor connector 

cable, connect the SubMonitor display head to the D3 unit. Press the power button on the 
top of the D3 to power up the unit. The yellow light on the D3 will fl ash as data is being 
transferred. The green light will illuminate when the transfer is complete. Press the power 
button again to turn off the D3. Unplug the SubMonitor connector cable from the D3 and 
reconnect the SubMonitor display head to the base. The SubMonitor data is stored in the 
D3 for transfer to your computer at your convenience.

NOTE: Only one download can be stored in the D3 at one time. Additional data may not be 
downloaded until the existing data in the D3 is transferred into a computer and the 
D3 is “emptied.”

3. Transfer data from the D3 to your computer.
 Plug the smaller end of the USB cable provided with your D3 into the D3 unit. Plug the 

larger end of the USB cable into an available USB port in your computer. Press the power 
button on the D3 to power up the unit. The program should automatically execute; simply 
follow the prompts on the screen.

• If the D3 program does not open automatically to begin data transfer, click on the 
Franklin Electric D3 icon that was installed on your desktop when you installed the 
software. Follow the prompts on the screen.

• The default fi le storage location is in the D3 data folder in the My Documents section.

NOTE:  The SubMonitor data is stored as a .CSV and .XLS fi le. It is recommended a program 
such as Microsoft Excel be used to open the .XLS fi le.
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